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ULTRAPULSE CO2 DENTAL LASER 
BY SWOT LASERS

Fax: +86-21-5281 0080
http: //www.swotlaser.com

SHANGHAI WONDERFUL OPTO-ELECTRICS TECH.CO.,LTD

Tel:+86-21-6264 2623
Email: info@wonderful-sh.com
Address: 2F, Building 11, Lane 1175, Tongpu Rd., Shanghai, 2023, China

�����������������������������������������
���������
��������������
���
�

Wavelength

Power to tissue

Laser Operation Modes

Ultrapulse Duration

Dimension (mm)
W/D/H

10,600nm

0.5-15W

CW, Pulse, Ultra pulse

Continuous,Single pulse, Repeat pulse

10ms-1000ms

Aiming Beam 2mW ( 650nm diode )adjustable

Cooling Closed Loop Liquid

Electrical power AC 220V ±10% 50Hz / AC 110V ±10% 60Hz

610*360*155

SPECIFICATIONS 
Laser Type Sealed-off CO2 laser tube

Tissue Exposure Modes

TEMooMode Structure

Chapmanic Laser Supplies Ltd
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Achieve Surgical Precision in a Bloodless Environment. Experience Swift Recovery with Minimal Swelling and Scarring.

Promote Health with Reduced Bacteremia Risk.

Ensure Instant Sterilization for a Clean Surgical Landscape.Minimize Mechanical Impact, Enhance Healing.

Embrace Comfort with Diminished Postoperative Pain.
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Harnessing the Power of CO2 Laser: With a 
wavelength of 10,600 nanometers, the CO2 laser 
boasts a remarkable absorption and penetra-
tion depth of a mere 0.01 millimeter in water. This 
unique property ensures surgical precision in 
tissue removal while seamlessly promoting 
effective hemostasis. The CO2 laser stands as 
the ultimate practical choice for soft-tissue surgery 
effortlessly employing its laser beam to perform 
cutting, ablation and photo-thermal coagulation 
on soft tissue. Moreover its shallow depth of 
penetration into soft tissue sets it apart, making 
it an indispensable tool in the surgical arsenal.
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Autoclavable “tipless” handpieces closely simulate the scalpel-like experience for the clinician, but with no mechanical 
contact with the tissue. Achieving the designated beam spot size for cutting requires a 1-mm to 3-mm distance 
between the distal end of the handpiece and the target tissue.
With cutting-edge autoclavable design, tipless handpieces enhance cleanability, no debris-trapping 
cracks/grooves and easy access to nozzle interiors. The reduced surface porosity minimizes staining. 
Ultra-durable anodized finish with comfortable tactile feel. Ergonomic pen-style grip is friendly for 
practioners.

Indications

Lingual frenectomy

Excision of benign lesion
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�Exposure of an unerupted tooth

Removal of tooth pigmentation

Tooth canal irrigation

Periodontal pocket irrigation

Crown lengthening procedure

Treatment of tooth abscess

Gingival incision / gingivoplasty

Implant surgery

Hemostasis after tooth extraction

Herpetic stomatitis

Pulp capping (disinfection
/ sterilization)
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ULTRAPULSE CO2 DENTAL LASER 
BY SWOT LASERS
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Wavelength

Power to tissue

Laser Operation Modes

Ultrapulse Duration

Dimension (mm)
W/D/H

10,600nm

0.5-15W

CW, Pulse, Ultra pulse

Continuous,Single pulse, Repeat pulse

10ms-1000ms

Aiming Beam 2mW ( 650nm diode )adjustable

Cooling Closed Loop Liquid

Electrical power AC 220V ±10% 50Hz / AC 110V ±10% 60Hz
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SPECIFICATIONS 
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Tissue Exposure Modes

TEMooMode Structure

 

SHANGHAI WONDERFULL OPTO-ELECTRICS TECH . Co., LTD
Adresse: 2F,Building 11,Lane 1175, Tougpu Rd-Shanghai-2023-CHINAhttp://
www.wonderfull-sh.com

Distributeur en Europe: Chapmanic Laser Supplies Ltd
Adresse: N° 8 The Granary, Riverbank, Picotts End, Hempstead, HP1 3SQ, UK 

Mobile: + 44 746 714039 (Mark Chapman)
Email: Chapmanic.ltd@gmail.com


